
Makos are the clear market

leader in specification and

performance for their price.

They are modular and

upgradeable, so you can start

with the entry-level 2-page

Mako 36 and grow your

production capacity without

investing in totally new

systems. 

WWiiddeerr,,  ffaasstteerr,,  ddrryyeerr - There are

three models in the ECRM

Mako imagesetter range. You

can start at the top with the

Mako 56, for full 4-up

impositions including color

bars and printers marks, or

work your way up with the

Mako 36 or 46. For example, if

you need your Mako 36 to go

faster, handle 4-page

impositions or run

environmentally friendly dry

film, it can be field upgraded in

hours. 

QQuuaalliittyy  - High-end performance

on all Makos is delivered by

advanced imaging technology.

This provides fast imaging

speeds, razor-sharp dots and a

choice of resolutions for job

output up to 200-line screen

with total confidence.

FFlleexxiibbiilliittyy - Makos can be used

with film, paper and polyester

plates, providing maximum

flexibility in media choice to

suit job specification and

budget. Each Mako also has a

choice of high-speed Mac or PC

software RIPs to adapt to your

production requirements. 

Makos are the natural selection for
growing publishers, commercial
printers and repro professionals.
They can be field upgraded for
even higher performance when
increased capabilities are required

Mako Imagesetters

RReelliiaabbiilliittyy - Mako

imagesetters are built to

satisfy your customer on

time, every time. Innovative

and robust design together

with high quality

manufacture to ISO 9001

standards deliver high levels

of reliability year after year.
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WWiitthh  MMaakkoo™™  iimmaaggeesseetttteerrss,,
yyoouu  ccaann  ''ffuuttuurreepprrooooff''  yyoouurr
iinnvveessttmmeenntt  --  bbuuyy  tthhee  rriigghhtt
pprroodduucctt  ffoorr  yyoouurr  ccuurrrreenntt
nneeeeddss  aanndd  uuppggrraaddee  ttoo
wwiiddeerr,,  ffaasstteerr,,  ddrryyeerr
ppeerrffoorrmmaannccee  aass  yyoouurr
bbuussiinneessss  ggrroowwss..  MMaakkooss
aallssoo  ooffffeerr  ssuuppeerriioorr  vvaalluuee..
TThheeyy  aarree  iinneexxppeennssiivvee  ttoo
bbuuyy,,  ooppeerraattee  aanndd  mmaaiinnttaaiinn
pprroovviiddiinngg  tthhee  ffaasstt  RROOII
nneeeeddeedd  bbyy  ggrroowwiinngg
bbuussiinneesssseess..  MMaakkooss  ppaayy  ffoorr
tthheemmsseellvveess  ffaasstt  --  tthheeyy  aarree
tthhee  nnaattuurraall  sseelleeccttiioonn  ffoorr
yyoouurr  nneexxtt  bbuussiinneessss
iinnvveessttmmeenntt..

FFeeaattuurreess  &&  BBeenneeffiittss

WWiiddee  vvaarriieettyy  ooff  pprreessss  ffoorrmmaattss  . Mako 56 - full 4-page 

impositions including color

bars and printer's marks, 

suitable for most B2 

presses. Mako 46 - 4-page imposed 

pages, or poster images up

to 46.1 cm (18.1") wide. Mako 36 - 2-page imposed 

signatures up to 36.0 cm 

(14.1") wide

UUppggrraaddeeaabbllee. High speed upgrades up to

81.0 cm/min (32.0"/min) 

available on Mako 36 and 

Mako 46. Dry film upgrades available

on Mako 36 and Mako 46

. Wider format upgrade up to

46.1 cm (18.1") available on 

Mako 36

HHiigghh  qquuaalliittyy  iimmaaggiinngg  . Repeatability within 25 

microns (0.001")

MMuullttiippllee  rreessoolluuttiioonnss. Selectable from1000 up to 

3556 dpi to cover all job 

requirements 

MMeeddiiaa  cchhooiicceess. Film, paper or polyester 

plate for maximum 

flexibility

RReelliiaabbiilliittyy. Designed and manufactured

to ISO 9001 standards. Built for intense use day 

after day

Mako Imagesetters
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Mako 56 Specification

IImmaaggiinngg

MMaaxxiimmuumm  RReeccoorrddiinngg  WWiiddtthh

22.0" (560mm)
22.2" (564mm) with overscan

RReeccoorrddiinngg  SSoouurrccee

One 10 mW visible red laser diode
(670 nm recording wavelength)

SSppoott  SSiizzee

10-35 microns (resolution dependent)
measured at the film plane

RReessoolluuttiioonnss

12 resolutions from 1000 dpi to 3556
dpi (394 dpcm to 1400 dpcm)

MMaaxxiimmuumm  LLiinnee  SSccrreeeenn

200 Ipi (78.7 Ipcm)

RReeccoorrddiinngg  SSppeeeeddss

1000 dpi - 16.00"/min, 40.64 cm/min
1016 dpi - 15.75"/min, 40.01cm/min
1200 dpi - 13.33"/min, 33.86 cm/min
1270 dpi - 12.60"/min, 32.00cm/min
1446 dpi - 11.07"/min, 28.12cm/min
1524 dpi - 10.50"/min, 26.67 cm/min
1800 dpi - 8.89"/min, 22.58cm/min
2032 dpi - 7.87"/min, 19.99 cm/min
2400 dpi - 6.67"/min, 16.94 cm/min
2540 dpi - 6.30"/min, 16.00 cm/min
3048 dpi - 5.25"/min, 13.34cm/min
3556 dpi - 4.50"/min, 11.43cm/min

RReeppeeaattaabbiilliittyy

0.0012" (0.03 mm) typical over four
consecutive 22" x 28" (56 x 71 cm)
separations on film. May vary
according to media, media packaging
and processing conditions

MMeeddiiaa

TTyyppeess

Visible red sensitive film, polyester
plate or paper material

TThhiicckknneessss

0.004" to 0.008" (0.1 to 0.2 mm)            

CCoonnffiigguurraattiioonn

Emulsion in, 2" (50 mm) diameter
core, breakaway taped to core        

CCaasssseettttee  CCaappaacciittyy

Up to 400' (120 m) of 0.004" material, 
5.7" (145 mm) maximum roll
diameter 

MMeeddiiaa  WWiiddtthhss

22.1" (56.1 cm)
22.0" (56.0 cm)
20.5" (52.1 cm)
20.1" (51.0 cm)
20.0" (50.8 cm)
19.6" (49.8 cm)
18.6" (47.2 cm)
18.1" (46.0 cm)
18.0" (45.7 cm)
17.7" (45.0 cm)
16.0" (40.6 cm)
14.0" (35.6 cm)

TTaakkee--uupp  CCaasssseettttee

Capacity 25.0' (7.6 m), 0.004"
material; 0.008" material requires an
on-line processor 

PPrroocceessssiinngg

Output cassette is included for off-
line transfer to a processor.
Removable cassette tray and on-line
interface allow for easy connection
to an on-line processor

PPhhyyssiiccaall  &&  EEnnvviirroonnmmeennttaall

DDiimmeennssiioonnss

32.0"W x 44.6"D x 19.3"H
(81 cm x 113 cm x 49cm)

WWeeiigghhtt

235 Ibs (105kg)

HHeeaatt  DDiissssiippaattiioonn

1000 BTU/hour maximum

PPoowweerr  RReeqquuiirreemmeennttss

100/115/230 V (± 10%); 1.7/1.5/1.0
amps;
50/60 Hz, single phase

OOppeerraattiinngg  CCoonnddiittiioonnss

62°F - 86°F; 17°C- 30°C relative
humidity 45-65% non-condensing;
relative humidity outside of this
range may affect imagesetter
performance

MMaakkoo  iimmaaggeesseetttteerrss  aarree

tthhee  nnaattuurraall  sseelleeccttiioonn  ffoorr

ppuubblliisshheerrss,,  ccoommmmeerrcciiaall

pprriinntteerrss,,  rreepprroo  hhoouusseess

aanndd  bbuurreeaauuss




